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Our company is an integrated enterprise specializing in the independent research, design, production, and sales of automated equipment. Located in Hangzhou,
Zhejiang Province, we operate out of a standalone facility comprising both a factory and offices. Equipped with CNC machining centers, CNC punching machines,
lathes, milling machines, welding equipment, and various other supporting machinery, we manufacture a range of automated sewing, winding, cutting, and
packaging equipment. We have over 40 technical staff and an annual turnover of 60-70 million RMB. Our professional technology and reliable after-sales service
have earned us high recognition from customers around the world. We have agents or after-sales service centers in provinces across China, including Guangdong,
Jiangsu, Fujian, Anhui, Zhejiang, Henan, Hebei, Shandong, and more. International after-sales service centers are located in countries such as Thailand, Vietnam,
Russia, Cambodia, Indonesia, and the United States. Our products are exported to the United States, Canada, France, Switzerland, Germany, Poland, the Netherlands,
Dubai, Russia, Vietnam, Thailand, Cambodia, Belgium, Indonesia, Australia, Bangladesh, India, Laos, and many other Southeast Asian countries.

AADEEEFEMHER. FEH. RENNBEINMBaISTIHEL, MR, £8mTUw. £
EaEREERHIE—MEIRE. BB E—MUERERE. TER/AEREE. BBETN, BeIHEi.
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K. BKPLRESTm. MTAm. SREMAR. B8, KE. SHEnERK. ZUAR. AERm. fEit. B
LR M mAY B U EERAES]

Our company mainly produces various automated sewing machines for medium, heavy, and super heavy-duty materials, as well as automated winding and cutting
machines. These include computerized pattern sewing machines, fully automatic industrial tape cutting machines, fully automatic material feeding and cutting
integrated equipment, fully automatic winding, cutting, and packaging integrated intelligent equipment, medium/heavy-duty pattern sewing machines, rope
sewing machines, laser tape cutting machines, bartacking machines, and computerized synchronous sewing machines. These electromechanical integrated devices
are widely used for the automated and challenging sewing of products such as safety harnesses, tie-down straps, lifting slings, flat slings, flexible lifting ton bags,

jumbo bags, firefighting insulation products, aviation supplies, labor safety and fire protection products, bags, leather goods, various shoe uppers and soles, pet
products, sports goods, mops, cushions, and pillows.

FABBE2005F M IARET HNFNRERA R SEIH, £NITERWBHRESER. BinE, HLRPEERR
i, EARFMENE. REMEBRIRERTT, REURRAEHN, FAMZD, UEFHEIRE, BRI—ER
ARMENFIRL, EXREK, BEISHEERCIFARME, RUTUEE, BHOTHAEY. STIRETIHAE
ik, AEFENEEKXMME.

Since its establishment in 2005, our company has continuously innovated and developed for 19 years, aiming to achieve a high starting point and high standards
for our hardware facilities. We have solidified our internal management foundation, enabling rapid improvement in product structure, quality, and performance. We
adhere to quality as our driving force, technology as our core, and customer satisfaction as our purpose. Looking to the future, we will continue to pursue an
innovation-driven development strategy, deepen industry collaboration, and strive to become a leading company in the sewing and winding-cutting equipment
industry, creating greater value for our customers.
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Bt TR v/ Eimagain

AUTOMATIC INFINITE LENGTH SLING/CIRCULAR SLING SEWING MACHINE

ERT: FTEESMKE/BENRERE. PRES!

Applicable to: Mainly sewing flat slings, slings, etc. of various lengths/widths!

45 FEATURES

BREXRAFAATERAREERMY, HAERRENINEIESIERMESRY (RER/INEX) , EHBH2500W, XHAEATIHE
BRA—E7S0WEIREHL, YiRA—E750WEIRFEAINECIMELZIT (32mm) =fF; EER, 8. FEDE, EYRIREHES
e

This equipment adopts the new closed-loop full-servo intelligent software, with a total of 4 sets of servo motors and 4 sets of high-power reduction motors (fast speed/high power), the main motor
is 2500W, the left and right directions of the X-axis each use a set of 750W servo motors, and the Y-axis uses a set of 750W servo motors plus thickened screws (32mm) for operation; fast speed,
stable, strong penetration, and beautiful bottom seams!

NEEERERFHRFIEEREMNELIR BEYNERE23/25mm (%) |, ELIEE EFIE+EAR, BEENK, €

& (frldmst) ! 60mm-300mm (YNZEEFEAIEH]) ! ArEEKEE; FIJRIL, Eks!

The company independently developed mold casting Sewing thickness 23/25mm (optional), sewing width Customized twelve-fold large shuttle, increased thread

intelligent sewing equipment (industry leading)! 60mm-300mm (customizable if wider)! capacity, professional sewing thick thread; flat knife
cutting, smoother!

4§8471££500D-1500D* 3R YR R 2170048/ (5.0¢ BRI LEEEMEIRE, £

& B! iB) ! REMRE—AEE_GLLL!

Sewing thread 500D-1500D*3 strands of high-strength The maximum sewing speed can reach 1700 rpm (5.0 stitch Equipped with an automatic stop device without bottom

polyester thread with automatic thread trimmer! length)! line and top line, one person can manage more than two

automated equipment!

NRALTEE, ENRIEENTE, TFEEAH, FHHERESTRENE LRSS, BRE—FBEN
BUNEERTE, RAMTHNRMARLD, SEWH TIONR E T ER, FEEES!

The sewing machine head is operated by a screw rod. The sewing machine head moves automatically back and forth, the work surface does not move, and the sling material is neatly placed on the
machine table and no longer moves back and forth, ensuring that the sewing line of each sling is flat, improving the overall tension of the sling, and the two sides of the multi-layered material are
neat and not deviated up and down, with higher accuracy!
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REHSMET/ MRE/EHEIER, RESAEFENRNMANMBTHNEREEREER, AARE (BTEFSE
360°H#BIEYEEIER) ; MTEIMSABER SIAER HRHEN (—RURNEYER T LIERSE LERRE) !

The equipment comes with various sling/sling/loop sewing graphics. Select the graphics according to the required tonnage tension and sling width of each specification, and enter the value (loop
graphics will automatically rotate 360° until sewing is completed); if you need to add special graphics, please contact the software department to add them (sewing graphics within one meter can be
edited arbitrarily on the device)!

Bl=SModel

GL-WX-300R

GL-WX-300T

SEIEE ToPRISE FHHTIE 55mm/75mm (BEHELTIE)
Sewing range Unlimited length Needle Bar Stroke (Depending on model)

%_I%_ﬁéﬁ 1 700fpm (S-OM M%‘I’EE,SMMEE) UL%I' 7*300/8*250/DY*3-25-30#
Maximum Sewing Speed (5.0MM needle pitch, 5MM thickness) Needle

FEAIEF R 160mm FEMIESEE 40mm (HI8TEI5MM)
Pressing wheel lift Presser foot height (factory setting 35mm)

SHT(TIR I FEHIRF R T

Needle bar stroke

Presser foot lift

5~12.7mm (BE—EFZREHERT

SHEE {EEHL) Ll L
Needle pitch (needle pitch can be changed arbitrarily within the Sewing form Single needle flat sewing

same pattern)

REHE FobRE FEERE B RE LR BaE
Maximum number of needles Unlimited Needle stop device Automatically stops when there is no bottom thread

L2ER REBEIE (RI539MEN) HMERS SaFEE
Sewing pattern Internal optional (can be added separately) External pressing wheel Pneumatic flat press
) < oy FE

BRY 306*150*160cm (I<E5R/LWH) e 750KG

02 s




IEFI B INAELI - 1 2(50EtR-mE. BFEHEH

SLING AND TRAILER STRAP COMPUTERIZED SEWING MACHINE - 12X/6X

BRT: 3-4ETiRgds. EFH. AR, RERERT. RERH/RREELINES!

Applicable to: 3-4 inch binding belts, trailer belts, aviation supplies, flexible round slings, flat slings/sling joint reinforcement, etc.

455 FEATURES

AN ERDERE, 2200W
RINREFEMREBHL, BER, 5.
FENR, EYRREELEN!

The new sixth-generation intelligent split system, with a
2200W high-power full servo motor, operates fast,

EHBE/ /AR (&
®) , BLEIMK, TliEh8L%;
T E It !

Customized  six-fold/twelve-fold  large  shuttle
(optional), increased thread capacity, specialized for

484 2%(FF500D-1500D*3 885
BiRE, TEMEL!

Sewing thread uses 500D-1500D*3 strands of
high-strength polyester thread, with automatic

stable, with strong penetration, and the bottom and thick thread sewing; flat blade cutting for smoother

thread trimming!
top sewing lines are neat! operation!

BSHRABRREETNLR, RIRETE, RAHOMFEEIE, MENESH. RIEYERANE+EORSHEE

The synchronous belt adopts Japanese Bando brand steel wire style, low noise and wear resistance; it adopts imported bearings for operation, thickened and widened guide rails. The front
and rear Y directions adopt rails and imported synchronous belts for operation

ZYER18mm-23mmLIR; ZYERERSAIA18005% /5 (5.05HHE) !

Sewing thickness is within 18mm-23mm; the maximum sewing speed is 1800 rpm (5.0mm stitch length)!

BlSModel GL-3020R-12 GL-5030R-12 GL-6040R-12 GL-3020R-6

e 300MM*200MM/600MM*400MM (i52£) HlEt DY*3: 21#-29#(kFfE/Standard)
Sewing range Needle

£HiE EHEE 40mm (Hi&E35mm)

Needle pitch 5.0~12.7mm Presser'?ootxheight (factory setting 35mm)

Sewing form Single needle flat sewing External pressure plate height

ERAR BRI {712

Feeding mIethod \ln?e%ent/ijrﬁwﬁgfgmg mode Nijj:le?jriroke 56mm/70mm

RS =\ mm [ERMRTE

INet Size 120*115*135cm (ﬁd\kﬁﬁ) Presser?cl)sot Ih‘iE 15mm

o 285KG (&/\ELSER/Minimum model weight)
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152 R IREE LM -7 SRS

HEAVY-DUTY THREAD COMPUTERIZED SEWING MACHINE - SIX TIMES OSCILLATING SHUTTLE

ERT: BEYRRERT . SHHXmR

S INEE!

MRS . EERT4ERER. MERR. MEZAR. DR, MBLmINTE

Applicable to: Insulating flexible nano-sheets, fireproof products, dust-filled products, aluminum silicate fiber standard blankets, sports equipment, aviation supplies, horse gear, dock sling joint

reinforcement, etc.

44555 FEATURES

EREDRRFRM, 63T PENMISREE
~FE, 1500WXINZERFERIEEN, EER.
o, FENR, EYIREEELEN!

Intelligent split system software with a 6-inch bilingual
touch-screen LCD, 1500W high-power servo motor, fast speed,
stable, strong penetration, and neat bottom and top stitches!

NEIEEREFFEEEEDNNL, BRES,
HEEE25mmLUAR !

The company independently developed the sewing machine
head with high precision; supports sewing thickness up to
25mm!

4847 2(FFA500D-1500D 3B IRIR LS

54

Uses 500D-1500D3 strands of high-strength polyester

thread!

B R A H ARRE R

The synchronous belt uses Japan's Bando brand with

steel wire design!

EFIRELER (180°) KEUERE I 4EM
5

Customized semi-rotating (180°) large oscillating shuttle for
thick thread sewing!

RENL ETHBEBHHINEE (%) !

The machine head has an optional automatic oil spraying
function!

BlSModel GL-5030T GL-6040T GL-200150T

SE4TSEE 400MM*300MM/2000MM*1500MM MET . -

Sewing/range (i&%/optional) e DY*3: 23#--29#

£tiE - EHEE 30MM

Needle Pitch 3.0--25.0mm PresserTé§Height (HJi&xE/Factory Setting:25MM)
SOTEE | 900%H/% EWiE R TS5

Sewing Speed 900 stitches/min Presser Foot Lift

E5 30 EREHSFaE ERA IBIER/ELRER A

Sewing Form Single needle flat sewing Feeding Method Intermittent/continuous feeding mode
EMIKEA | SEh SNEIELFE 40MM

Presser Foot Drive Pneumatic External Pressure Frame Lift

Il 150*148*130cm ({EER/LWH) E8 430KG

Size Weight
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BB -, R FeERigE

HEAVY-DUTY THREAD COMPUTERIZED SEWING MACHINE - BINDING BELT, TENSIONER, AND SLING SPECIALIZED EQUIPMENT

BT 1 - empImTEESL, RS, LRSS, B, EETHAvAEN!

Applicable to: Sewing sling joints, binding belts, tensioners, circular bands, and trailer straps with a capacity of 1to 6 tons.

4555 FEATURES

BREDHRERFERG (BR/7 ) | REAAETPERMESREE TR, KRGEAREN, EER. & &8, S90EE
SR

Fifth and sixth-generation intelligent split system software, with a 6-inch bilingual touch-screen LCD and high-power servo motor, operating fast, stable, with strong penetration, and producing
neat stitches!

ERIE=EAR, TR, F SRERISRFAS BN, LB EF TR, REHRABSIRREIRLK;
Eeps =21 7 REEMREIE, THRINHASRIE!

Customized triple shuttle for thick thread sewing, The middle presser foot is driven by a step motor, automatically rising and lowering. The synchronous belt uses Japan's

with flat blade cutting for smoother operation! Bando brand with steel wire, and the full bearing operation eliminates the need for lubrication, preventing jamming.

SEUEEE3-14mmUAR; 424 §547)2%5EF3350D-1000D 3R L %, THHERNBIE!

B= 227008 /5!

Sewing thickness is within 3-14mm, with a Uses 350D-1000D*3 strands of high-strength polyester thread, with automatic

maximum sewing speed of 2700rpm! thread trimming!

B=EModel GL-G2516R GL-G3020R GL-G5020R GL-G4030R

HEYTSEE 250MM*160MM/500MM*200MM st DP*17: 21#23#25#26#
Sewing range (i%%2/Optional) Needle (tAE/standard)
hERMRTE | 4. s s hEREE

Presser Foot Lift = 4~13mm (.':I:'.}_&E/Factory Settlng'4mm) Presser Foot H?ght 30mm

stEE 0.3~12.7mm INEIREE 35mm

Needle Pitch External pressure plate height

3 metps BRI Ve Oy

Sewing Form Single needle flat sewing Feeding Method Intermittent/Continuous Feeding mode
R 120%117*118cm (HESES/LWH) HE 175KG

Net Size Net weight
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FRIEH RS- BEEReE

MEDIUM-HEAVY DUTY COMPUTERIZED SEWING MACHINE - SPECIALIZED EQUIPMENT FOR BINDING STRAPS

BRT: BRATRSH. 15WIREESR. 1.58T40E,. ReRrOES)!

Applicable to: Sewing seat belts, 1-inch ratchet straps, 1.5-inch binding straps, and safety clothing.

}¥= FEATURES

RAGRI PR IRMERBRETRE, & ZEET-10mmLAR, 2£40EE2700 §84)%;: 200D-650D*3REBIRL L,

REERERAE! /! HEBIZTIRE!
Equipped with a 6-inch bilingual touch-screen LCD, Supports sewing thickness within 1-10mm, with a sewing Uses 200D-650D*3 strands of high-strength polyester
capable of editing any pattern and design! speed of 2700rpm! thread, with automatic thread trimming!

RABASBF IR (180°hek) 2R, EYIAIREZELEN!

Uses Brother’s semi-rotary (180°) oscillating shuttle, producing neat bottom stitches!

ERAFERERN, BER. &, REHZLEN!

Direct-drive servo motor, fast and stable, ensuring neat bottom stitches!

BlSModel GL-326G

eteal (o] 220mm*100mm et DP*17:21-25#

Sewing range Needle

Lyl 0.3~12.7mm Bt [EIER/TEESER T T
Stitch Pitch (iﬁﬁﬁﬁ‘lﬂiactory 5etting:o'1 mm) Feeding Method Intermittent,Continuous Feeding
SR EFHE SOmt hEHSE 18mm '
Outer Presser Plate Lifting Height Presser Foot Height (HHJi&xE/Factory Setting: 12mm)
2 st yaE AR, Szt

Stitch Type Single Needle Lockstitch Presser Foot Lifting Method Pneumatic

FRY ey HE

:\let Dimensions 120*82*115¢m (kﬁﬁ/LWH) :\let weight 125KG
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A LAV - —RTHHEREH

COMPUTERIZED INDUSTRIAL SEWING MACHINE - SPECIALIZED EQUIPMENT FOR 1-INCH BINDING STRAPS

BRAT: —SEJREST. BEAR. SRAR. BYA. R2EN. BR. SHESERSES!

Applicable to: Sewing 1-inch ratchet straps, luggage products, protective gear, pet leashes, safety rope nets, fishing nets, and various bartack patterns.

4525 FEATURES

484%%: 200D-500D3EEIRL

RA4SET PRIRMEREET
R, ALREEMER R, R
REMBRNE, —HNZH!

Features a 4.5-inch bilingual touch-screen LCD,
capable of editing any pattern and design; this

EYERE3-6mmLLIA, #EER
2mm-10mmbiR, 48401RE3300%%
/5!

Supports sewing thicknesses within 3-6mm and
diameters within 2-10mm, with a sewing speed of

%, WHENBLINEE!

Uses 200D-500D3 strands of high-strength
polyester thread, with automatic thread trimming!

versatile machine is suitable for both webbing and 3300rpm!
rope sewing!

RABARTBFIEEE (180°1esk) #1R, EYINRmELEN!

Uses Brother’s semi-rotary (180°) oscillating shuttle, producing neat bottom stitches!

RAEEKNTIRERE, FERRIE35%!

Equipped with a direct-drive energy-saving motor, reducing power consumption by 35%!

REI2Model GL-430D

SCEIFRH e st DP*17: 18#-23#
Sewing range 40MM*30MM Needle (ﬁx}ﬁ/Standard)
HRERT it A IK ) §tiE ~

P‘r:lesser Foot Lifting Method Pulse motor drive Needle pitch 0.1~12.7mm
i 17mm I8 st

Outer Presser Plate Lifting Height Sewing Form Single needle flat sewing
RS 200000%+/E# ER IEERER

Maximum Number of Stitches (200,000 stitches/pattern) Feeding Method Intermittent Feeding
R < omes FE

:\}et . 120*55*111cm (KEE/LWH) ’,\%t weight 75KG
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FRIETI DN - ZREERRE

COMPUTERIZED INDUSTRIAL SEWING MACHINE - SPECIALIZED EQUIPMENT FOR SAFETY WEBBING

F

BRAT: STHEENEY, NReH. Rn. TR B, EE. BYAR. BN, KF. T5EF!

Applicable to: Sewing various materials, such as seat belts, webbing, handbags, luggage, shoe uppers, pet products, fishing nets, leather, and watch straps.

4= FEATURES

K4 ST PR IRMERRER EYIEE3-6mmLARN, SE4EE 4847)¢%: 200D*3-500D*3REEi%
B, AfmEEAERANEEE! 3000% /934! @08, WETELIEE!

Features a 4.5-inch bilingual touch-screen LCD, Supports sewing thickness within 3-6mm, with Uses 200D*3-500D*3 strands of high-strength
capable of editing any pattern and design! a sewing speed of 3000rpm! polyester thread, with automatic thread trimming!

KRABABFIEEE (180°he) B8, BYIRRHELEN!

Uses Brother's semi-rotary (180°) oscillating shuttle, producing neat bottom stitches!

BERFERERN, BER. &, KEZELEN!

Direct-drive servo motor, fast and stable, ensuring neat bottom stitches!

BiSModel GI-436G (6*6)

SEEIPRE st DP*17: 18#-25#
Sewing range 60MM*60MM Needle (’fa_i)ﬁ/Standard)
HBERTI= S £tiE ~

Pgsser Foot L:itfting Method Pneumatic Needle pitch 0.3~12.7mm
ShER L7 e it st TaE

Quter Presser Plate Lifting Height Sewing Form Single needle flat sewing
=T 2ar 99995/ Elf ERA IEJ&RIEH
Maximum Number of Stitches (9999 stitches/pattern) Feeding Method Intermittent Feeding
BRY e R

:\let Size 120*55*111em (kﬁﬁ/LWH) {\let weight 78KG

08 amm



REHBREDNN-Z2E,. k. SHRAnETAISE

MEDIUM AND HEAVY MATERIAL COMPUTER SEWING MACHINE - SPECIAL EQUIPMENT FOR SAFETY BELTS, FOLDING HEADS, AND LABOR
PROTECTION PRODUCTS

BRT: 24Xk, 2wk, 2Rtk *2H. 2R SRAR. HhAmREFYimEaEs) !

Applicable to: folding of safety clothing, folding of safety belts, folding of safety nets, Sewing safety belts, safety clothing, protective gear, firefighting equipment, and various straps.

4552 FEATURES

Be— /SRR, RBARTPEURMIZRAETR, EMTESBENENIRRHER, 750WRIREERNIER, EER.
R THENRE, MECEIREN (BafrkIiee)  RAFEUINRERTEFF!

Integrated intelligent system or split software, with a 6-inch bilingual touch-screen LCD capable of sewing any pattern within the model range; powered by a 750W servo motor for fast and
stable operation; dual-purpose equipment, equipped with servo motor (automatic folding function), if this function is not needed, it can be removed!

LTIRE B RIRETSLHRENES (W—FeiE ZiresE =) M Ihae T LIBERFR, RERIEEET, EYIARmELEN!
The folding function can freely set the number of layers required for the folding (such as one fold, two folds or three folds). The independent function can be turned on and off at any time.
The folding speed can be adjusted, and the bottom seam of the sewing is beautiful!

ERBE=(ERR, TWEHEL, ¥  FERRBLSHEBENRS, LB EATE, REHRAERRREHNLR, RESMHE,

25 Ik ! RABHFREIE, TMASRIE!

Customized triple shuttle for thick thread sewing; flat The middle presser foot is driven by a step motor for automatic lifting and lowering. The synchronous belt uses Japan’s Bando brand
blade cutting for smoother operation! with steel wire for low noise and wear resistance; full bearing operation, oil-free, preventing jamming!

42425 (EFA350D*3-1000D*3f& F5&iR0 L, HEaBILL! RYEE: 2-12mmLAR; EYRERSERIA27005%/58!

Uses 350D*3-1000D*3 strands of high-strength polyester thread, with automatic thread trimming! ~ Supports sewing thickness within 3-10mm, with a maximum sewing speed of 2700rpm!

ZI—AFMAEREN, Bahr. Baitk. Bah4Y), MOATRIERIAE!

Add one more set of zero-position servo motors to automatically clamp materials, fold heads, and sew, reducing the inconvenience of manual operation!

BiSModel GL-G2516R GL-G3020R GL-G4020R

SBREIPRIEY 250MM*160MM/400MM*200MM | #lEt DP*17: 21#23#25#26#(i5f/Standard)
Sewing range (iﬁ%/()ptionan Needle

SHEMNER | 4-15mm EHI L 15mm .

Presser Foot Action Presser Foot Lifting Height (.':I;'.}_iﬁz"E/Factory Settlng : 12mm)
&tiE 0.3~12.7mm SR L7 30mm

Stitch Length Outer Presser Plate Lifting Height

530 EatFaE EREE IR/ TSR

Sewing Form Single Needle Lockstitch Feeding Method Intermittent/continuous feeding mode

BRY 120*117*118cm (fKE8E/LWH) FE 175KG

Net Dimensions Net Weight

(9



SERNTFIRT A0

CROSS BOTTOM SPECIALIZED COMPUTERIZED SEWING MACHINE FOR JUMBO BAGS

ERT: BTMER RAR. SRRSO, 3. L8 B8, LRE. REAISRESTEY)!

Applicable to: Sewing jumbo bags, woven bags, cushion covers, dog beds, pillows, quilts, and greenhouse covers.

445255 FEATURES

BRRMRR, 6CRITEIMERBRETR,

BB S TEEREF IR REER!

Intelligent software system with a 6-inch bilingual touch-screen

TREAESER, SEEEH~mE!

The tooling fixtures can be easily replaced, making it

EHBE={ERR, TliEE%, 0%

&Eg !

Customized triple shuttle for thick thread sewing; flat

LCD, capable of sewing any pattern within the model range! convenient for sewing various products! blade cutting ensures smoother operation!

ARFEHNIRS,; ELRRRA_EHORSHFRESIENESNEE. SahFtiE, RESHE, RABMAEIE, THAERE, KR
TIER+=HEO, 100-150mmafiFT, +=FA, 300-800mmuiFTs!

Servo motor-driven; the front of the sewing machine head uses two sets of imported synchronous pulleys with thickened guide rails, pneumatic lifting, low noise, and wear-resistant operation. Full
bearing system requires no oil and prevents jamming. The bottom mold fixtures have a cross outlet adjustable from 100-150mm and a cross shape adjustable from 300-800mm!

42471 FA350D-1000D* 3R HRMEERL L, THERIBILIHAE!

Uses 350D-1000D*3 strands of high-strength polyester thread, with automatic thread trimming!

BiSModel GL-3020RS GL-4020RS

BYNERE: 3-10mmllR; SE40EE: 2500%%/5¢H!

Sewing thickness: within 3-10mm; Sewing speed: up to 2500rpm!

GL-6040RS

geE 300MM*200MM/400MM*200MM HlEt DP*17 21#-26#(i7AE/Standard)
Sewing range Needle

§HiE Gz dbabdl . HLTHE R 100-150CM

Needle pitch (/MNP #EEEMinimum Resolution:0.1mm) | Head Lifting Height

* = ERIAE . .

EHERA {RAREEHL750W (Servo Motor 750W) ERIE =32t /Preumatic

PR S L35 et s

Presser Foot Height Sewing form Single Needle Lockstitch

22h/ K220V RS =17 ”

Ma>l<imum Sewing Speed Starlqdard 220V Maximum Number of Stitches 9000%'-/;':/ (E'Hrgk/ Scalable)
e 999ER, (NENTE) TrMEEA HEBTEfE

Storage Capacity 999 patterns (Internal Memory) Data Storage Method Internal Storage

h N rd =% 1?\ =

BRY 120%110%170cm (E5E5/LWH) mjiwz%g N 270KG
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RIS F SR IRSELI

COMPUTERIZED SEWING MACHINE FOR JUMBO BAG HANDLES

ERT: £, MR, RmAR, MSSFRLEH!

Applicable to: Sewing handles on jumbo bags, ton bags, and woven bags.

45X FEATURES

SRR RS, RAB6ET FERitEREERE, 1500WAITIRSFEREBIIRE (RABHATIA-10A-2200W) , HER, 2.
B3R, EYIRIRHAZLEN!

New intelligent split software system with a 6-inch bilingual touch-screen LCD, driven by a 1500W full servo motor (maximum output -10A-2200W), providing fast, stable, and strong penetration with
neat stitches!

AREERRFEFEEENEDRE (fTkdsE) ! EHE+TEAR, FEEMK (BOERELINER) , TlliE8%; T8
The company indepen_dently developed a mold-cast intelligent sewing %EJM%I
machine (industry-leading)! Customized twelve-fold large shuttle with increased thread capacity (reducing the frequency of bobbin

changes), specialized for thick thread sewing; flat blade cutting for smoother operation!

484])2;500D-1500D3 [ FEiR 0L, HHEMNFLLI BB 23mmbLIA; EY0EE: 16008 /5!
ge!
Uses 500D-1500D*3 strands of high-strength polyester thread, with Sewing thickness: up to 23mm; Sewing speed: 1600rpm!

automatic thread trimming!

NRBEHL=ELARBYNIRED; PEMSHFRE,; HORSHEROIESEH: X/YAEME2mmiIERLTIEE, SMERERENLEY)
PR!

The machine features three full servo motor drives, pneumatic lifting for the middle presser foot, and imported synchronous belts with thickened guide rails. A 32mm thickened lead screw is installed
in the X/Y directions, providing efficient and stable sewing!

BESModel G4050R

TR 400MM*500MM HE 7%300/8*250 (79) /DY*3=26
Sewing range Needle

SR 35mm oM 40mm(tigEE35mm)
Outer Presser Plate Height Middle Presser Foot Height Factory Setting: 35mm

L5303 N ERA B/ TELHER T

Sewing Form Single Needle Lockstitch Feeding Method Intermittent/continuous feeding mode
$HiE - REHE 20000%t/ElH

Stitch Length 5~12.7mm Maximum Number of Stitches 20,000 StitCheS/Patte/m
BEMEFS AEEE EHFTE o

Data Storage Method Internal Storage Need|e Bar Stroke

FRY 220*110*150cm (KEEE/LWH) RER 270KG

Net Dimensions Total Weight




SRERBIN. ErmrERsEaN,

COMPUTERIZED SEWING MACHINE FOR LIFTING RINGS AND BELTS OF CONTAINER BAGS

b A

()

BRET: wmEAR. BN MER REHHNMAERFICERREY)!

Applicable to: woven bags, container bags, ton bags, circular sewing of safety belts and a wide range of sewing!

4553 FEATURES

BR—ARRERE, RAARTPEIRMERRETE, SERRESEENEFESEHFESR, 75S0WRIRERTRE, EER. 13!
Integrated intelligent system software, with a 6-inch bilingual touch-screen LCD capable of sewing any pattern within the model range; powered by a 750W servo motor for fast and stable
operation!

RRFEHA_FAEBREN, NeFENAHRRTHE—S/NLIHRFI, EEXEH EHRE=(ERK, TUEHEL, F
AT AL e R M ! ERps A=) L7k

This equipment is a dual-purpose computer sewing machine. When the large needle plate on the machine table is Customized triple shuttle for thick thread sewing;
removed, it becomes a small-head circular machine. When the large table is installed, it can sew a wide range of flat blade cutting for smoother operation!
products!

PEMRALSHBIIG, ATBEF TR, BEERAERRFETINGSR, RBSME, RARMREE, THA2KRE!

The middle presser foot is driven by a step motor for automatic lifting and lowering. The synchronous belt uses Japan’s Bando brand with steel wire for low noise and wear resistance; full
bearing operation, oil-free, preventing jamming!

§847)2(EFA350D*3-1000D* 3R @iRL L, W HEEEE! BYEE: 3-10mmLiR; EYRERSRIA27005%/5H!
Supports sewing thickness within 3-10mm, with a maximum sewing speed of

Uses 350D*3-1000D*3 strands of high-strength polyester thread, with automatic

thread trimming! 2Ol
BIEModel GL-G2516XT GL-G3020XT GL-G4020XT
SEEIRRE x e DP*17: 21#23#25#26#
Sewing Range 300MM*200MM Needle (fAE/Standard)
FEMAERE | 4-15mm R TR 15mm
Presser Foot Action Presser Foot Lifting Height (Hj}_iﬁfﬁ/l:actory Setting: 12mm)
£tHiE - IMENR EHE
Needle pitch 0.3~12.7mm Outer Presser Pla%ufting Height 30mm
Zil EAETTER =R IR/ T
Sewing form Single Needle Lockstitch Feeding Method Intermittent/continuous feeding mode
k < -y IEI\ =
Il\;ftEr?e-nsions 120*117*118cm GKEE/LWH) Tota%\/é%ght 175KG
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BEFHBEEIN-Z2E. BYATHISE

HEAVY-DUTY THREAD COMPUTERIZED SEWING MACHINE - SPECIALIZED EQUIPMENT FOR SAFETY ROPES AND PET LEASHES

ERT: BE%eR. DR, BYA. [EBNRTT M. AERR. MZAR. MBEmIEHAIES)!

Applicable to: High-altitude safety ropes, harnesses, pet leashes, car towing belts, sports equipment, aviation supplies, and dock sling sewing.

45 FEATURES

BESERFRMY, RAAETPERMIEREERR, 1500WAIIREREN, HER. B FEIRE, ZYMNEmELEN!

Intelligent split system software, with a 6-inch bilingual touch-screen LCD and a 1500W high-power servo motor, fast, stable, with strong penetration and neat stitches!

242 (EMA500D-1500D3RFRBE R DL,

B aBLINRE!

Uses 500D-1500D*3 strands of high-strength polyester thread,
with automatic thread trimming!

!

specialized for thick thread sewing!

BB (180°) KBUER, Tl4g

Customized semi-rotating (180°) large oscillating shuttle,

LR !

AL RAEFIREES

The synchronous belt uses Japan's

Bando brand with steel wire design!

NEEERRFHRFEEINL, BRXAFE, BEES. E98a). FERE, JEEEREEE~RITIEXR!

The company independently developed a horizontal large-platform sewing machine head with high precision, low vibration, and quiet operation; easily adaptable for

different sewing fixtures!

EEBMEREmMmM-20mmLIK; E4)AHEE10-24mmLIR!

Supports sewing rope diameters of 8mm to 20mm and webbing thicknesses of 10mm to 24mm!

Bl=EModel

GL-3020T

EreE 250MM*100MM/300MM*200MM (i6E%&/Optional) | HVEt DY*3: 23#--20#
Sewing Range Needle

Al - M

Stitch Length 3.0--25.0mm Presser'?)cTHeight 30mm
R=EYNRE 900%t/93 il EaETIeE

Maximum Sewing Speed 900 stitches/min Sewing form Single Needle Lockstitch
ERE (BN ESIER T [ERPIXANTTEC Saf

Feeding Method Intermittent/continuous feeding mode Presser Foot Drive Method Pneumatic

SE 0.5Mpa/1.71/min iR 220v/50Hz

Air Pressure Power Supply

FRY 120*114*121cm (KEER/LWH) B 195KG

Net Dimensions Weight

B 13




tRIEH BRI -fEFA,. SSETHRE

EXTREME HEAVY-DUTY COMPUTERIZED SEWING MACHINE - SPECIALIZED EQUIPMENT FOR TRAILER AND CLIMBING ROPES

EBRT: BThiEeeR. DR, BFE. 258, BE ERET. MTHAn. BFENEERTRE!

Applicable to: High-altitude fall protection safety ropes, harnesses, trailer ropes, climbing ropes, slacklines, aviation supplies, and heavy-duty flexible flat slings.

%55 FEATURES
BRSO RS, RA/NEITHERMEREETRRE, 1500WATHZELEREY, EER. 2. FENR, E9NEmELEM!

Intelligent split system software with a 6-inch bilingual touch-screen LCD and 1500W high-power full servo motor, providing fast, stable, and strong penetration, with neat stitches!

45412 F500D-2000D* 3= REIR L L !
Uses 500D-2000D*3 strands of high-strength polyester thread!

B R A B AIRIREHRLLK !

The synchronous belt uses Japan's Bando brand with steel wire design!

et

R ok
:tmmmgw :

Biieicss

EHIRHNERE (180°) KBUEMG, Tl4EE!

Customized semi-rotating (180°) large oscillating shuttle for thick thread sewing!

ARBERRFRFEEDNL, BRAKFEE, BEES. E980. FERE, UJIEERECEY)~RiTEXRE!

The company independently developed a horizontal large-platform sewing machine head with high precision, low vibration, and quiet operation, adaptable for various sewing fixtures!

ZYREBER10mm-30mmLAR; E9RHYRIEES-35mmIAR !

Supports sewing rope diameters of 10mm to 30mm and webbing thicknesses of 5mm to 35mm!

Bl=SModel

GL-8820T GL-3020T

EEE 250MM*100MM/300MM*200MM Mt 7+300/8*250
Sewing Range Needle

s = M

Stitch Length 3.0--27.0mm Presser'?c’)c?Height 43mm
REETIRE 800%t/9 30} BALHIE4E
Maximum Sewing Speed 800 stitches/min Sewing form Single Needle Lockstitch
ERAR IBJER/AELSRIER T T EBIEREN 7T Sa)

Feeding Method Intermittent/continuous feeding mode Presser Foot Drive Method Pneumatic

SE 0.6Mpa/21/min iR 220v/50Hz
Air Pressure Power Supply

FRY 113*96*138cm (KEEE/LWH) B8 235KG

Net Dimensions Weight

14 o=



HEHITISEIN-BYE. EeRER

HEAVY-DUTY INDUSTRIAL SEWING MACHINE - UNIVERSAL FOR PET AND CLIMBING ROPES

ERT: BTReE. BYE. BEE. BER. TENTFHIES!

Applicable to: Sewing high-altitude safety ropes, pet leashes, climbing ropes, trailer ropes, and safety rope nets.

4553 FEATURES

BROBRRRMY, 6T PREMEREETE, 1500WATHRGEREBY, EHER, 5. FENR, SINREELEN!

Intelligent split system software, with a 6-inch bilingual touch-screen LCD and a 1500W high-power servo motor, providing fast, stable operation with strong penetration
and neat stitches!

RYIZAERS00D-1500*3RERIFRLE, H  THENIEE (180°) ARUEWR, TWE FELSERABNRERMTINGSR, KB

SRt HHEL! EINEIEE, FF0H!
Uses 500D-1500*3 strands of high-strength polyester thread, Customized semi-rotating (180°) large oscillating shuttle, The synchronous belt uses Japan's Bando brand with a
with automatic thread trimming! specialized for thick thread sewing! steel wire design, operates with bearings and bushings,

and requires manual oiling!

NEEERRFEHFIEETNL! $E4TE/210-18mmLLpg !
The company independently developed the Supports sewing diameters within 10-18mm!

mold-cast sewing machine head!

BlSModel GL-2510T

Sewing Range Needle

£ . EHEE 25MM

Needle pitch 3.0--25.0mm Presser FooTHeight

LR 900%t/9> 5303 L -
Maximum Sewing Speed 900 stitches/min Sewing form Single Needle Lockstitch
FEBIIRENT5Z i SNEAERSRE 35mm

Presser Foot Drive Method Pneumatic Outer Presser Frame Height

)i X By — IE\ =

Il\?;tErgnsions 120*115*122cm HKEEJ/LWH) Tot%viht 195KG

I 15



RERBNEDN-FE. BYIE. HReE

MEDIUM-LIGHT DUTY COMPUTERIZED SEWING MACHINE - SPECIALIZED EQUIPMENT FOR GLOVES, PET COLLARS, SHOES, AND CLOTHING

BRT: BYRR. SHNFE. B8, HE. —RIHEE. KeEEd!

Applicable to:Sewing pet products, various gloves, bags, shoe uppers, disposable slippers, and leather.

4= FEATURES

FRARRM, RAGKIPENRMERRETE, HERMRESCERNESERSRFESR, 7T50WRARERN, EFNEREEERE!

Intelligent system software with a 6-inch bilingual touch-screen LCD capable of sewing any pattern within the model range; powered by a 750W servo motor for stable sewing speed!

EFHREMALTRARR, o EE!

Customized shuttle for fine thread, with curved thread cutting!

FERRALSHENE, ATLAEHEF TR, #ORLSE, RRSWE, RABMREE THFASRE!

The middle presser foot is driven by a step motor for automatic lifting and lowering; the imported synchronous belt is low noise and wear-resistant,
and the full bearing operation requires no oil and prevents jamming!

L84 (FF2021R45-400D3 = RIFLE, TEMEIL!

Uses 202 cotton thread to 400D3 strands of high-strength polyester thread, with automatic thread trimming!

BYER: 3-8mmllA; BYEERSIA2700%/28!

Supports sewing thickness within 3-8mm, with a maximum sewing speed of 2700rpm!

Bi=SModel

GL-G2516R GL-G3020R GL-G4020R

SEEIFRS 250MM*130MM/600MM*400MM Mgt : o =N

i o (g3 /Optional) il DPX17: 18#-23# (ixf/Standard)
£HiE - PEHISE

Needle pitch 0.3~12.7mm Presser Foot H?ght L2ul

Ul 5L HMEIR EFHR e

Sewing form Single Needle Lockstitch Outer Presser Plate Lifting Height

B BVEEEE3eS Sy REHE 20,000%+/EE

Feeding Method Intermittent/Continuous Feeding Maximum Number of Stitches 20,000 stitches/pattern

] A -y —y IE\ =

!I\l%t}Smje-nsions 120115*116cm HKE@/LWH) Tota?i?/vz%ght 152KG

16 o



TV SR -SERH. ZEMEFERILE

INDUSTRIAL COMPUTERIZED SEWING MACHINE - SPECIALIZED EQUIPMENT FOR CAR INTERIORS, SAFETY NETS, AND MORE

BRAT: KE. RER. Ea0EE. ROBR. 2N, PRERL. TRAMSHIES!

Applicable to: Sewing leather, car interiors, sports shoe uppers, home textiles, safety nets, sling joints, and protective gear.

4523 FEATURES

BROMRHRE, RAKIPIURMIZRAETR, REMTESEENENISREER, ARENE, EREFMHNEE,
EHINERE!

Intelligent split software system with a 6-inch bilingual touch-screen LCD, capable of sewing any pattern within the model range; servo motor-driven for enhanced material thickness and more
stable sewing!

AEHB . =fEKRER (8K) | ZRRRSEZEST _EIER; FIHELETEL (E8K) !
Customizable double or triple shuttle options (optional), with the triple shuttle offering higher thread capacity than the double; flat or curved thread cutting (optional)!

FRERRALSHENIERE, ATLBHEFATE, #ORYE, (RIREME, REBMRIEE, TRF=KRE!

The middle presser foot is driven by a step motor for automatic lifting and lowering; imported synchronous belt with low noise and wear resistance;
full bearing operation, oil-free, preventing jamming!

BYEE: 3-10mmLiR, E40EE: 2500%/5#!

Supports sewing thickness within 3-10mm, with a maximum sewing speed of 2500rpm!

4247)%%: 350D-1000D3REIBIRLL (=fF) , 202484%-400D3REIERLL (TfF) , HEINEILIHRE!
Uses 350D-1000D3 strands of high-strength polyester thread (triple), or 202 cotton thread to 400D3 strands of high-strength polyester thread (double), with automatic thread trimming!

TREEANBESENEITSME, KR, REHERE, WHERESE!

The worktable is made of widened stainless steel with reinforced bending and a large needle plate for better load stability and easier material handling!

BlSModel GL-G6040R

SEEIFR et : —

it Foade 600MM*400MM il DPX*7: 18#-26#(xf/Standard)
tHiE = hERSE _— .
Nied‘e pitch 0.3~12.7mm ruaser FO;J:;ght 15mm(H/ & xE/Factory Setting 12mm)
T R SN EFHE 30mm

Feeding Method Intermittent/Continuous Feeding Outer Presser Plate Lifting Height

it BEPEE SHFITIE 40.0mm

Sewing form Single Needle Lockstitch Needle Bar Stroke

AL BRY S

Take-up Stroike de dmm @Emensions 133*143*120cm (kﬁﬁ’j/LWH)
FE

Ir\%t Weight 285KG

B 17



HEHFERMNEDNN-F5R. BRR. REEERHREH

HEAVY-DUTY SEMI-AUTOMATIC SEWING MACHINE - SPECIALIZED FOR CONTAINER BAGS, LIFTING SLINGS, AND FLAT FLEXIBLE STRAPS

BRET: R B, RYREMHRIES!

Applicable to:Sewing container bags, lifting slings, and flat flexible straps!

455 FEATURES
BEi8as%k (180EiEs) . L TESER. BMIAFES!

Features a rotary hook (180-degree rotation), top and bottom compound feeding, and a horizontal large platform!

RENESHEERSIRERN, BFRE!

Equipped with pneumatic reverse sewing and pneumatic presser foot lifting for easy operation!

RAERETRTN, EWES TERIEERSREA, SRESEIMICREYR, Eeliug, sHIERE. LTFEm=EN, EERE
EECEMHRERE. BFEHEER!

Uses a heavy-duty link-type balance system with synchronized lifting of the presser foot and feeding mechanism; provides smooth feeding, stable stitch length, and neat stitches during
overlapping and incline sewing, with consistent performance for both thick and thin materials, and reduced operator effort!

[REB LB EERIE 5!

Bobbin capacity is doubled compared to conventional shuttles!

BHLARINRERBISRETREEN (E5%) !

Motor options include a high-power servo motor or an energy-saving motor (optional)!

BlSModel GL-9800

ok 8+250/300 S 12008/53%h
Needle Sewing Speed

FHERETSEE ERIRFEE

Stitch Length Adjustment Range 12mm Presserf)ot L';t‘:rgHeight 25mm
SRAFEIE) 420mm*230mm R =
Working Space Sewing Thickness

4825 = _
i B 1000-1500D LI 750W {RBREEH / Servo Motor
R < FHHTE

Dimensions 120*60*113cm (km@/LWH) Needle Barftroke 70mm
ERZE LT E _

Presser Foot Alternating Lift 5-7mm (fRE: 6mm / Standard: 6mm)

18 =



e LTt - 1A

SLING CUTTING MACHINE - HOT CUT

ERT: EISMRERT. W9E. RTPRRE. RTmEs!

Applicable to: Cutting various flexible slings, binding straps, flat lifting slings, and flat ton slings!

4§ FEATURES
EXE: SEhAY] ETFRBRMER, IOxEFR, TRA. FEa! 1
High Efficiency Cutting: Pneumatic hot-cut dual tungsten steel blades ensure smooth cuts without black edges or fraying!

HEGEE: HEKE: 50cm-50m; FHEHEE: 50mm-380mm!
Wide Cutting Range: Cutting length: 50cm-50m; cutting width: 50mm-380mm!

BETR: S8 ERARMRTRE— M EARE (EF) | iMRKSARBEEHORBERDSE, BF=RERitERE!

Precise Measurement: Feeding wheels can be two independent wheels or one integrated wheel (optional); length measurement uses a German Omron encoder, not counting when wheels are idle!

RIEXR: PLCER, BRAFEIE, FRFENED, 15 RERIER500K, LLEBLSHBIIRERREE!

Fast Feeding: PLC display for easy operation; servo motor drives allow continuous feeding of approximately 500 meters per minute, twice as fast as conventional stepper motors!

AIETNRE: ATREE BRI, SaTR, —HARMRREE, BEFRAT15mm-10mm, BRIEETRE!

Optional Feature: Optional automatic dot marking function, pneumatic marking, two sets of points operate simultaneously, with pen diameters of 15mm-10mm and adjustable distances!

BEModel GL-400MM

INAETHER EiE1000W/ R /4E(4KW) IVALRE>S 2R (EBH—B ) Sah A i
Heater Power Rated 1000W/each/4 tubes, 4KW Cutting Duration 2 seconds, adjustable pneumatic
YIERE _E00° R g

Blade T'empx 0-600°C SpezAdjustment 0-9

FR AC220V/50Hz BERITIRE R R AR

Power Supply Feeding Function German technology intelligent sensing
T8 F5IRSKD11 FIRAR Saf

Blade Material Special SKD11 Pointing Method Pneumatico

HEEE _ R (I P
Cutﬂng?\iﬂess 1-6mm i@rgnsiggm*n) 110*107*120cm (kﬁﬁ'/LWH)
BE (L

;\let Weig(ht ™ ) 1 95KG

B 19



TS . A e t- i

TIE STRAP AND SLING CUTTING MACHINE - HOT CUT

ERT: e, BEH. Bh. BE 228, BYENITE!

Applicable to: Cutting of tie straps, towing straps, loop straps, slings, safety ropes, and pet leashes!

45 FEATURES

SERY) ETRDBNME, OTEFE. BRA. Faua!

Pneumatic hot cutting with dual tungsten steel blades; cuts are complete and smooth, with no black edges or fraying!

HEKE: 10cm-50m; FHEIEE: 50mm-200mm!
Cutting length: 10cm to 50m; cutting width: 50mm to 200mm!

R ER AT MRS TR — MR FIER (55) ; IHKAXARABEHAKERFHDR, RFENRNTERE!
Feeding upper wheel can be two independent wheels or one integrated wheel (optional); length measurement uses imported Omron encoder from Germany, which does not count the length
when the wheel is idle!

PLCER, #BIFEE, RRBAIED, 15 REMEMS00KES, WEBLHENEER—F!

PLC display for easy operation; servo motor drive, approximately 500 meters of continuous feeding per minute, twice as fast as ordinary stepper motors!

niEEMERAINEE, HRANASH, THRMEREZEE, BEARRISmm-10mmMERIERASHME, BRNEEEERNTERR
PMERATIEE!

Optional automatic point marking function; pneumatic marking with two sets of points working simultaneously; various pens can be used with a hole diameter of 15mm to 10mm, and the distance
for marking can be adjusted within the effective stroke!

BSModel GL-210MM

HEERE 1-6mm P &iz21000W/R

Cutting thickness Heating tube Rated 1000W / piece

TJIRE _E00° UIVAL:NES 2RV (EBH—REB )

C 0-600°C _ | |

utter temperature Cutter duration 2seconds (motor one circle shall prevail)

T o BRI SR

Cutter material Feeding mode Upper and lower wheel feeding

il AC220V/50Hz R 85+73*124cm (KE5E/LWH)
Size

R

\I/Veight 155KG

20 s



Zew. HIwEIIHE-HA)

SAFETY BELT AND TIE STRAP CUTTING MACHINE - HOT CUT

BAT: T2, —RIETEIRES. SRBm. EHaotE! '

Applicable to: Cutting of safety belts, one-inch to two-inch tie straps, personal protective equipment, and tarpaulin!

4553 FEATURES

SEAGIT]. BRME, YIOxBFE. BRA. Fa!

Pneumatic hot cutting knife made of tungsten steel; cuts are complete and smooth, with no black edges or fraying!

HEKE: 10cm-30m; FHEEE: 20-160mm!
Cutting length: 10cm to 30m; cutting width: 20mm to 160mm!

B ERAMBAETER, IHRAARAREEORBLEmSSE, LFERRATTERE!

Feeding upper wheel is an integrated wheel; length measurement uses imported Omron encoder from Germany, which does not count the length when the wheel is idle!

PLCER, BIFEE, SHFENIKRE, 158 RRERNER230KER!

PLC display for easy operation; stepper motor drive, approximately 230 meters of continuous feeding per minute!

AEREMERMNE, TRARASH, “HRMREE, BEAZA1Smm-10mmERERSME, BRNEEEERNTERY
LMERRTIER!

Optional automatic point marking feature; pneumatic marking with two sets of points operating simultaneously; pen diameter can be selected between 15mm and 10mm, with adjustable distance
within the effective stroke!

B=SModel GL-160MM

s £iz21000W/R HoEE I

Heating tube Rated 1000W/each/only Cutting Thickness

YI7JRE 0-600°C UIPAL:NES 2RV (FEN—E )

Blade Temp Cutting Duration 2seconds (motor one circle shall prevail)
Y7 R SKD11 EEET 0-9level

Cutter material Speed Adjustment

Faj] R <,
il AC220V/50Hz BRY 87*75*1120cm ({KE5E/LWH)
#E

(/\/e\'ght 90KG

.. 7|



BalbEis B H-BE1/#1

AUTOMATIC ROTARY TAPE CUTTER - STRAIGHT CUTTING / BEVEL CUTTING

hn

EBRT: SAENIRGE. REHSHE!

Applicable to: Cutting of multi-angle binding straps, safety belts, and more!

45 FEATURES

SERGIETANT], BRME, NORRILRESFNERES (Bf. #fe. Do) | 0x8FE. TRE. FEua!

Pneumatic hot cutting with upper and lower dual blades made of tungsten steel; cutter shapes can be customized per client requests (right angle, bevel, quadrilateral); cutting edges
are smooth, complete, without black edges or fraying!

HEKE: 10cm-50m; HEEE: 20mm-90mm (E#]) /20mm-70mm (&) !
Cutting length: 10ecm-50m; cutting width: 20mm-90mm (straight cut) / 20mm-70mm (bevel cut)!

B AT MRS FRER, HKOURBEEHORBRHEE, BFEENRtERE!

Feeding uses two independent wheels; length measurement employs a German Omron encoder, which does not count length during wheel idle!

PLCRR, BRIFEME; SR RBERENIE, 15 REREMS500mAR; IeeRASHBIIKG, WBREER!

PLC display for easy operation; feeding is driven by a servo motor, achieving approximately 500m of continuous feeding per minute; rotation is driven by a stepper motor for precision!

REANEEHET+FYZBIHEN, LRI, JELARAI2EFR!

This is a fully automatic dual-purpose cutting machine for both straight and bevel cuts, with upper and lower dual blades capable of cutting two straps simultaneously!

Bl2Model GL-100MM-2X

JIlERYES EiE1000W/R YTIRE 0-600°C

Heating Rods Rated 1000W / piece Cutter temperature

ZIVALE RS TR EN—BE) Iefe s (X) -50- 0-+50°C
Cutter duration A second (motor one circle shall prevail) Rotation Angle

I=EIYSE:" Sah [ERVETS F

Start Method pneumatic Pressure Wheel Adjustment Manual

JEiv Sy -k FRECIRTN =2h AC220V/50Hz
Feeding Method Two wheel drive Power supply

EEETS 0-9 SRR 91*95*121cm (KEEE/LWH)
Speed Dimensions

5k

Weight 183KG

vy



2BHEE

FULLY AUTOMATIC ROUND SLEEVE CUTTING MACHINE

ERT: SHREHNERRZOE, EHEaTE! é

Applicable to: cutting of various specifications of round belts, hollow belts and sleeve belts!

45 FEATURES

SN TIBNHEE, OTEBFEE. TRL. FEa!

The pneumatic hot cutter is made of tungsten steel, with a complete and smooth cut, no black edges, and no loose edges!

HEKE: 20cm-50m; FHEEE: 50mm-160mm!
Cutting length: 20cm-50m; cutting width: 50mm-160mm!

EH ERABARRTER, IHRAARBAREFHORBLESESE, BFsERRFTERE!

The upper feeding wheel is a whole wheel feeder; the length counting method uses the German imported Omron encoder, and the length is not calculated when the wheel is idling!

PLCER, BRIEEE, RRBAIIKSD, 15 REMNXHS00KER, WEBSHENERER—(F!

PLC display, easy to operate; servo motor drive, 1 minute of uninterrupted feeding of about 500 meters, twice as fast as ordinary stepper motors!

IR SIDRERNE, QAR , ERHEIMEFME, FHEMF!

Add the blowing function to cool the ribbon, so that the ribbon will not stick after cutting, and it is easy to tear!

BanefIhgg (k%) !

Automatic tracking function (optional)!

BSModel GL-160MM

nE EixE1000W/R YIRTHREL 4R

Heating tube Rated 1000W/only Number of cut pieces One

YITDiRE 0-600°C YT 280 (A — )

Cutter temperature Cutting Duration 2seconds (motor one circle shall prevail)
TI7I R SKD11 EEET 0-9level

Cutter material Speed Adjustment

L. AC220V/50Hz BRY 87*75*1120cm (KEE/LWH)
i

\I/\/eight 95KG

B 7 3




2 alisyetln- Wk

FULLY AUTOMATIC LASER CUTTING MACHINE - DOUBLE HEAD

ERT: BRxmEel. K, TEER. KRERE. REDR. ERER. ETIW. TZ5E. YRS, GRME. Kbk
E MIABIREF T, M5, Bk, Wetk. Atk (T8GR, 85K KBRS ES RIS M tIERRR. REHE
A TR, FHFIZ, B—IIBSaRMNASEEETIEIN!

Applicable to: Clothing fabrics, ribbons, advertising products, leather shoes, furniture sofas, building templates, medical machinery, craft paper cutting, organic glass, rubber resin, decoration,

bamboo and wood products, and other industries. It is also very mature in cutting and engraving non-metallic materials such as acrylic, organic board, two-color board, wood board, bamboo
products, paper, glass, etc. At the same time, it can also perform laser hollowing, embroidery, and other processes. It is a powerful yet cost-effective laser cutting machine!

4= FEATURES

ERFEEI 2 JVFAXMEAES BB TR, 08, RAEEMANT, FTENMRERIIRE, RMEMREZR, TEZRMNI,
heEt e, RetaeasE,; NAKBELXE, FHBRRAZRE, RiESE!

Wide Application: Capable of engraving and cutting almost any non-metallic material; uses non-contact processing to avoid mechanical damage, prevent material deformation, and eliminate
the need for secondary processing. It is fully functional and reliable in safety; the cutting head adopts a edge-cutting design, occupying minimal space and offering flexibility!

INTRES: “SMABECIEINIEERLR0.02mm, TIEERMERERENR/N, TRK. TRk, BRSINTEHHR, TR
MR TRARE ENTERIMR!

High Processing Precision: The CO2 laser cutting machine achieves a processing accuracy of up to 0.02mm, with a very small cutting beam and spot diameter, producing no odor or pollution.
It can automatically nest cuts during processing, maximizing raw material savings and environmental friendliness!

BFER: BERARYE, 2TEINER, EESMETTEN, LBEER, BRERIFE!

Easy Operation: The operating system is user-friendly, easy to learn and use; equipped with a high-performance computer for fast processing speeds, ensuring efficient operation!

HIPSE: SRR, ET4EPNRS, RMOESIE, BREEFHE!

Easy Maintenance: Reasonable structural design facilitates maintenance and care, reducing downtime and improving production efficiency!

ZHINEE: BRTIDEIS, EATHTRZ. ITASEMIZ, BEFARZEFAER!

Multiple Functions: In addition to cutting, it can also perform engraving, perforating, and other processes to meet various customer needs!

B=SModel GL-260JG-2

AN IVEE

THRiEL

Processing format 260 Operation head 2P

ENEE <0.02 (mm) ORI H3Z: 2x2mm,ZFE: 1x1Tmm
Positioning accuracy At least formed text Chinese: 2x2mm, letter: 1xImm
REAR EHReKE T{EBIR AC220+5% 50HZ

Cooling mode

Intelligent water cooling

Working power supply

BEHINZR

B

_ 2600W 130W*2
Whole machine power Laser power
ESEE . e B
Repetitive precision - Control mode Automatic
BAIENRE BATIEIEE (RH)
Maximum cuttingfpeed 3600 (mm/s) Maximum cutt?:g?ickness (ribbon) 0'3_6(mm)
RAYIEIRE (4RH) 220(5a3Lt55(),100 (WLtE) | SRATERE 20000mm

Maximum cutting breadth (ribbon)

220(single head mode),100(double head mode)

Maximum cutting length

HRRRE

Smoke exhaust device

SR, (5K)

Fan (5m)

BIRT

Size

195*98*115cm (KEE=/LWH)
220(single head mode),100(double head mode)

“ANEOCKRIR TAFEK

Laser heads working simultaneously

K. &, EHEPR—K

Long. wide, thick and graph accordance

2, a—



2BIMMIFER—-Rew, HHFEELEH

AUTOMATIC CUTTING AND FEEDING INTEGRATED MACHINE - FOR SHORT BINDING STRAPS AND SAFETY BELTS

BRT: WEREEL. BET. REW. M. BmFatlEIREEEe!

Applicable to: Cutting and organizing feeding of short binding straps, trailer straps, safety belts, slings, loop straps, etc.!

455 FEATURES

BEHHRBREARBNMNSLSARENES, DHREER;, ETEHRABNOBEEE, RIERE

2R EURENESUERF, BEEER!

The feeding machine uses servo motors and asynchronous servo motors for driving, providing high power and speed; the upper and lower transmission uses two embossed gears to ensure the
webbing remains flat and does not roll during transport; equipped with fiber optic sensors for better synchronization and higher precision in cutting and feeding!

PLCER, BIFEE, RRFBAIKSD, 15 RERIERS00KESR, WEESHEIEER—F!

PLC display for easy operation; driven by servo motors, capable of feeding about 500 meters continuously in one minute, which is twice the speed of ordinary stepper motors!

SR ETRIBRMR, IOTEEE. TR, FEua!

Pneumatic hot cutting with dual tungsten steel blades ensures smooth and complete cuts without black edges or fraying!

HEEKE: 10cm-50m; FHEEE: 20-200mm; HFHEEE: 1-6mm!

Cutting length: 10cm-50m; cutting width: 20-200mm; cutting thickness: 1-6mm!

ER ER AT BRI D FFRE— N BRRFER (B%) | IHKAXRBREHONBLRLSE, BFaERRFHERE!
The feeding top wheel can be either two independent separate wheels or one integrated wheel for feeding (optional); the length counting method uses German Omron encoders, which do not
count length when the wheels are idling!

FIZMNEEEARTS, KEICARE

Bl=SModel

GL-210QL

nEvE EE1000W/R YIRTHRER 4R

Heating tube Rated 1000W/only Number of cut pieces One

tﬂﬂiﬂ%}ﬁ 0-600°C tJJD Hjt/t *’I\(EEH-L—%;E)%EJEIUE
Cutter temperature Cutting Duration 2seconds (motor one circle shall prevail) pneumatic adjustable
SRR 0-8level BelaT e 750W/RBREEH1/2 1R

Speed Adjustment Feed rack power 750W servo motor/2only

EFITRE TR AN RE RN IXaptEz SRR

Feeding function German technology intelligence induction Driving mode Fully closed-loop software

B EIKaN WECIER] THEL FEIR

Wheel pressure drive Double feeding count Povéer ACZZOV/SOHZ

PR 230*117*189cm (IKE5ES/LWH) — 187KG

B 7 5




BMIIFERHER—B-mE. l8ls,. BETEH

AUTOMATIC CUTTING, SORTING, AND PUSHING MACHINE - FOR LIFTING STRAPS, BINDING STRAPS, AND TRAILER STRAPS

”;-A._,,w,r,,ﬁl W«—l

BT Mg, BT, KW, B, BmFEIRER!

Applicable to: Cutting and stacking of binding straps, trailer straps, safety belts, lifting straps, loop straps, etc.!

45255 FEATURES

RAPLCHENIRAMERBETRR, RIFERZE, WIHK, EE. KE. XEHIEIRRET,; BnEs. Bt BES. &
R, BEKERSRRE. 50, TUSEREL!

Equipped with a PLC touch LCD display in Chinese and English, allowing for easy operation. Cutting duration, speed, length, and quantity are adjustable; automatic feeding, counting, high
precision, and fast speeds enable multiple strips to be cut simultaneously with quick and simple length adjustments!

Sap] ERRIIBMMR, IOTEEE. TRB. FEua!

Cutting Quality: Pneumatic hot cutting with dual tungsten steel blades ensures smooth and complete cuts without black edges or fraying!

HEKE: 50mm-50m; FHEEE: 20-200mm; HHEEE: 1-6mm!
Cutting Specifications: Cutting length: 50mm to 50m; cutting width: 20-200mm; cutting thickness: 1-6mm!

B ERAZERI SRS BALFER (ER) | HKAARABEHORB LRSS RF=8¥NTHERE, BB A
ARFEEANFIZESRAREE, M CARRRES, B TR s !

Feeding Mechanism: Equipped with double independent feeding wheels or a single integrated wheel (optional); length measurement uses imported Omron encoders, ensuring no length is
counted when the wheels are idle; the automatic sorting machine is controlled by a servo motor and inverter, with an optical sensor for smooth sorting of uneven materials!

BEAESHREME (SHR) , REMRERENIIG, EEEETE22006/58,; WRRLESEEEEE, ElFEIERHE
& R B S

Conveyor Table: Available in various length specifications (customizable), driven by a closed-loop servo motor with operational speeds up to 2200 RPM; bearing rollers work with the pushing
mechanism to swiftly and evenly push the webbing onto the receiving hopper!

RREEBEHEREN, RESTIEENE, NFSBIHRE!

Fault Alarm System: The machine is equipped with a self-fault alarm light; in the event of a malfunction during operation, the machine will automatically alarm!
EEEMERMUINE, IRARNASH, “HRURIEE, BEELFRA15mm-10mmEREASHE, BRNCEEERNITERT
PMERETIEER.

7.0ptional Automatic Marking Function: Pneumatic marking system with two sets of marking points operating simultaneously; various pens with a hole diameter of 15mm-10mm can be used, and
the distance of marking points can be adjusted freely within the effective stroke!

BlE2Model GL-210QTL

InE e 1000W/R YyEeEE .

Heating tube Rated 1000W/only e P 0-600°C
YITIAHE 285 (BB — B ) ST EEEETS 0-9level

Cutting Duration 2seconds (motor one circle shall prevail) aerodynamic adjustable Speed Adjustment

SRR LR TEERIR AC220V/50Hz
Driving mode 5&@55@5}] Working power supply /
TIE S Rekihae R R AR
Cutter material Feeding function German technology intelligence induction
IERIZRTER 750W/ERREEH/ 2R L=V S5

Feed rack power 750W servo motor/2only Marking Method Pneumatic

R tRBc24E ANERY Ipvi=S

Points Standard configuration 2 sets Dimensions Customizable

58 570KG

Weight

26 a—



BMIFMAER—S-Z2HER

AUTOMATIC CUTTING, FEEDING, AND MARKING MACHINE - FOR SAFETY BELTS

BERT: SHREE. Tew. KERTINRBaERA!

Applicable to: Cutting and automatic marking of various binding straps, safety belts, and webbing! . 4

4555 FEATURES

e RAPLCHAYIRAMERRBERE, IR, BE. KE. REEERET,; Sk, DMt BEs. mER, Bk
EfERRE, S, TUSKRESET!

User-Friendly: Equipped with a PLC touch LCD display in Chinese and English, allowing for easy operation. Cutting duration, speed, length, and quantity are adjustable; automatic feeding, counting,
high precision, and fast speeds enable multiple strips to be cut simultaneously with quick and simple length adjustments!

PIEIRE: Sahit] EFMDBNMR, tIO<EFE. TRA. FEA!

Cutting Quality: Pneumatic hot cutting with dual tungsten steel blades ensures smooth and complete cuts without black edges or fraying!

HEME: HERKE: 1.5m-10mZBFEIE (Bl ; HEZE: 20-200mm; FHEEE: 1-6mm!

Cutting Specifications: Cutting length: various specifications from 1.5m to 10m (customizable); cutting width: 20-200mm; cutting thickness: 1-6mm!

AEFRH: RRBAIKED, MEMELNEFRE, EERME, EHEMNMFEROFRBEE (—AR2R, SRAEH) | AMaXAE
BB, BEF RAIMART BaiEEH FRERFE TS, BaiERYRERENAZMAREE, MECTRNE, KRR
YOrHEEEE s !

Feeding Mechanism: Driven by a servo motor with a wide linear rail, ensuring fast and durable operation; the customized feeding hand has a secure grip (two per set, customizable for more);
the feeding platform features an automatic flipping structure that delivers and neatly stacks the cut webbing into the lower collection hopper; the automatic organizing machine, controlled by
a servo motor and inverter, is equipped with optical sensors for smooth sorting of uneven materials!

ERESIRT: R ER AT RIS FRE B FER (EK) | IFKAARAEEHORBERLSE, BFEERNTHTERE!
Feeding Wheel Design: The upper feeding wheel can be two separate wheels or a single unit (optional); the length measurement uses a German-imported Omron encoder, which does not count
length when the wheel is free-spinning!

SHTm: SIMNEMEE, BEARATSmm-10mmEREASHE, BRNUEEERNTENTLERBATES. BERIEER/NA
4cm-100cm!

Pneumatic Marking: Multiple stations can operate simultaneously, with a pen hole diameter of 15mm-10mm for various pen selections; the marking position can be adjusted freely within the
effective stroke. The minimum marking distance is 4cm-100cm!

HIERE: ARBRAEMERENT, REETIREEHNE, BRSBRE!

Fault Alarm: The device is equipped with an automatic fault alarm light. In case of a malfunction during operation, the machine will sound an alarm!

BlEModel GL-210LL

InEvE EiE1000W/R IIERE 0-600°C
Heating tube Rated 1000W/only Cutter temperature

SREEIES 0-9level e paa RRREBAN
Speed Adjustment Driving mode Servo motor
PIVAL:RE S 2R (FEA—R /9 i) SE AT EANVaE-" Saf
Cutting Duration 2seconds (motor one circle shall prevail) pneumatic adjustable Marking Method Pneumatic

VLSS tREC1E (2R) RAIIE 4000W (AEE THERRSH)

Puller Standard 1 set (2 pcs) Maximum power 4000W (Except asynchronous operation)
FIesk WREC3XS (6N F1L) SNRIRSS Qi

Dotting head Standard 3 pairs (6 points) Size Optional

BE

Weight 690KG

B 7 7



2BMENEN-BHER

AUTOMATIC HORIZONTAL WINDING AND CUTTING MACHINE-100M

L = TN
I n .\l
) Vl ’ l

x| | I
: | L |

I ~
L i 2

BRT: SHMSHATERNE. 100KET. 600KEH,. HHiBINEamMmRE!

Applicable to: Various specifications of webbing wound into rolls, including 100-meter and 600-meter rolls, for automated cutting into rolls.

4555 FEATURES

SaRIWT]: SRR, IOEFE. TRL. FEL.

Pneumatic hot-cut double blades: Made of tungsten steel, ensuring smooth cuts without black edges or fraying

BIKE: 100m-600m (i%%) ; BYIEE: 50mm-150mm, 150mm-300mm (FEEMEBHNINER, HiK. EEER) ; SUEE:
2mm-10mm,

Cutting Length: 100m-600m (optional); Cutting Width: 50mm-150mm, 150mm-300mm (requires increased motor power, longer axis, larger reel diameter); Cutting Thickness: 2mm-10mm.

BIEAIAPLC: BERESFHENNE, FRSE.

Taiwan Delta PLC: Operation interface available in Chinese and English, easy to understand.

ARGk RE LRSS,

Interchangeable Roll Heads: One set of roll head on the device, adjustable for size.

2ARENES: BEREKESENYRKESENSERE, Bt H URETET, SL8aTE, SEERE, HEY
RE

Full Servo Motor Control: Ensures precise material length and low failure rate; features automatic counting, length measurement, adjustable cutting cycles, automatic roll head elevation,
fault alarms, and quantity settings.

HRThRE: BEARSHBIEE, EERETE0m/oM,; HIMERBSHBNIG, ErHRMRMBIENESE, R,

Material Feeding Function: Controlled by Taiwan Delta stepper motor, adjustable speed up to 20m/min; manipulator driven by stepper motor with strong push motion via motion modules.

BB BEER35mm-1000mm (AEH) , HLER40mmIES

Horizontal Winding: Reel diameter from 35mm to 1000mm (customizable), starting with a roll head diameter of 40mm.

BlSModel GL-160MM-1JT

7K : Ih=e

it g 160MM (ZE5EXJ]/Two Side Double Blade) . 4000W

BIKE | 3100600 (8/Optional) SE A

N=| . N . EE,jg

e 0-600°C (RJ¥E¥5/Adjustable) A 220V

L 100rpm-1000rpm. (AT¥E35/Adjustable) BRY 480%120%250cm (1CEEE5/LWH)
=28 950KG

Weight

28 A
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FULLY AUTOMATIC VERTICAL WINDING AND CUTTING MACHINE - HOT CUTTING

C & B B B 0
.S .-
C R 0 K F B |
o L
o
[

BT @0E. AIR=R, F51%. BET. BED. REHASEY!

Applicable to: Winding and cutting of binding straps, tensioners, towing straps, trailer straps, lifting straps, and safety belts!

45 FEATURES

SR, SRR, IOXEFR. TRA. FEua!

Pneumatic hot cutting knife, made of tungsten steel, the incision is complete and smooth, without black edges or loose edges!

KAGEEEREEANEERARM, PLCRMERE (PECVETIEE) , BHEZZ!

Utilizes Delta Group's software with a PLC interface (bilingual options available), easy to learn and operate!

RABENEEFRESITERE, RE/IMETUESERSLIANET,; SHK, XRNFEIRRER, FFEF—NIANTR!
Uses a German Omron encoder for length measurement; the diameter of the webbing can be adjusted by changing the roll head size; during winding, the clamping arm automatically returns
to the starting point, ready for the next operation!

EPHEE: 5m-50m; HEIEE: 25mm-150mm; EYEE: 100m/98!

Winding and cutting length: 5m-50m; width: 25mm-150mm; speed: 100m/min!

BI—ALRT, INREHAIFEREHEEAEE, TETENROAL, —RESPTREAT, BREEHINEE!
Integrated design for winding and cutting, with automatic lift platform and feeding device, saving space and reducing labor; can wind and cut two straps at once, automatically adjusting the
tension!

BEXERESATEENERESR (NET1ABE26:8) !

Conveyor table installation direction can be customized to side or front/back (side configuration allows one person to supervise two machines)!

BlE2Model GL-160MM-LS

{17038 : T

C{Jtzgigﬁw%rature 0-600°C Rated power e

e EE1000W/R SE 5.0-8.0KG

Heating tube Rated 1000W/only Pressure

BEAT 0-9level R AC220V/50Hz (SizEs/Or customized)
it 1-6mm BRY 400%130*220cm (IKEEE/LWH)

FE

it 630KG

. 7 9



REHERIETHEH

SEAT BELT HOT CUTTING EQUIPMENT

EAT: WReF. L EXeH. SARRET (WBk. i%F. "%, 8% XEF) WiE!

Applicable to: cutting of aircraft seat belts, child safety seats, various auto seat belts (such as high-speed rail, motor vehicle, car, truck, train, etc.)!

4555 FEATURES
RABFMENEERSXEG, PLCRERE (hEXVE) , IERREYTKE. BE. #E8SF, BEORZZE

Using self-developed supporting system software, PLC operation interface (Chinese and English bilingual), you can set the cutting length, temperature, quantity, etc. at will, the operation is simple
and easy to learn!

FHRBSHBNII, THRBEERIE RSS!

This machine is driven by a stepper motor; the length is measured by the German Omron encoder!

RALTSHRESEAIRE, KFAKES0mm/500w!

It adopts the upper and lower pneumatic and high-temperature hot cutting principles, and the heating length is 50mm/500w!

REVHFREEMORARBERNREER (IEHF)

The equipment uses customized molds (non-standard) for cutting width and incision shape!

ABEBREEERE: KE95-4000mm, AEAH+2.0mm!

The cutting length of this equipment is accurate: length 95-4000mm, tolerance is +2.0mm!

EHESABBATEEADT], RERXBTENMF, REWHRRRSGR, SEDRELEETR!

The tape guide groove feeds the ribbon into the cutter. The equipment uses two sets of manipulators to clamp the end and beginning of the material, which is convenient for automatic unloading
after cutting the material head!

ERRA LT EREE!

The pressing material is operated by upper and lower pressing plates!

BlSModel GL-75AQD
ngt\i‘n;ézbe 16-50mm/550w HEEE 1-1.3mm
Cutting thickness
s _ &
Cutting W\dth asmm ﬁa?r-wjghs{)%ed S95(‘15).-J/Cl-|t3-?lm)
T 1200w Lk fIEfBRSmax (ATERRES))
Power Webbing Port Rounded corners R5max (can be customized)
FEE AC220V/50Hz RJ 80*64*173cm (I<EEE/LWH)
Power Supply Dimensions
E= 125KG
Weight

30 amm



2BHEMASITE—i-NEk (AiEFEZEX)

FULLY AUTOMATIC HORIZONTAL ROLL-CUTTING AND PACKAGING MACHINE - FOUR ROLL HEADS (TWO ROLL HEADS OPTIONAL)

i -
BRT: SMRTRTE. RRET. B, \yh. EBEENEITE k!

Applicable to: Integrated rolling, cutting, and packaging of various flat slings, loop straps, binding straps, trailer straps!

4525 FEATURES

FNIRFEAFWAE, ELBOMWAE/NE. Sk, SLHERR, BERENEFERE!
The structure of this equipment is dual-purpose, with two or four groups of coil heads, optional. The power of the whole equipment will increase or decrease depending on the number of coil
heads!

KAGEAAEANEERMGER, PLCRERE, 129hRMRREETHF (RELTLUBMSHINGE. BR) | AERTHEI1R
I, 15T, 28T, 3T, 4ERIESHRET!

Adopt Taiwan Delta Group's supporting software program, PLC operation interface; 12-inch bilingual LCD display (various functions can be added); suitable for rolling and cutting various straps
including 1", 1.5", 2", 3", and 4"!

EHNTHEITE—AUCBEHRE, BO-HZ—HIA (RFEXR)!

Rolling, cutting, and packaging integration reduces the workforce by half (with equal efficiency)!

SHRIBRMER, —ARE_EEFENEATHYEY, TARE_EH—EEL, EAURERRKE. BEENYH (F: SHER
TAKEE N EIMNBTLL) . AHERRKEEMNER R INEE, sEERIRNRATEENET. BaiTaFEEaMmXREE
B, BAEAR (SFAMRBRTRHFEEXRIEEME) !

Pneumatic hot-cutting tungsten steel material, one device with two sets of program control, the left and right sides can be controlled independently, and the left and right sides are equipped with
two sets or one set of winding heads, and the left and right sides can operate materials of different lengths and widths (Note: the winding tape can have two heads at the tail or one head outside);
this machine is equipped with automatic feeding and receiving functions of the assembly line, which can automatically roll up and pack the cut ribbon, and then automatically transport it to the
conveyor table and fall into the frame (the rolled material must be ensured to be not loose and flat and transported to the designated location)!

BIHEE: 5m-50m; HYIEE: 25mm-100mm; HYHEE: 500%4/58!

Rolling length: 5m-50m; cutting width: 25mm-100mm; cutting speed: 500m/min!
LHMRNERERY, JUEEERELANKET, HKOXARBREHORBRRESDS, LFERNTHERKE, BREESE 28
EALMERTHE, MDA TR ERRAE!

Diameter size of the strap can be adjusted by changing the roll head size; length measurement uses a German Omron encoder; not counting wheel idle rotation, ensuring precision; the feeding
frame can be raised and lowered to reduce inconvenience during manual operations!

FRESH. XK. ME. ANFBERENES, SAURERBZERYEHKEREMSERRE.

All operations, including rolling, clamping, robotic arms, and pulling, are controlled by servo motors, maximizing precision and minimizing failure rates during long-term operation!

BlSModel GL-160MM-4JT
ﬂﬂ?’“{%ﬁ ELE1000W/R mE 0-600°C
Heating tube Rated 1000W/only Temperature
o 6500w HREE 200-350mm
ower Reel diameter
HLER 40-250mm .Jt&*ll'ﬁit S5l
Roll head diameter Pushing method Pneumatic
HFEE 200-350mm SE 5.0-8.0Kg
Manipulator diameter Pressure
=5 0-9 B AC220v/50Hz (a5241/Or customized)
HEEE . R> cmmes
Cutting?:i;ess 2mm-5mm Dimensions 600*173*245cm (k%ﬁ/LWH)
B8
e 1600KG

. 3




HalEE AN

SEMI-AUTOMATIC HIGH SPEED HOT AND COLD TAPE CUTTING MACHINE - 160MM

BRT: B, BRE. BHIRE. itk By B, *e%. fEn. 86, BERTE. NS5, SHESR
.

Applicable to:Textile belt, Velcro. Plastic hose. Zipper. Shoelaces. Computer cable, Safety belt. Hoisting belt. Wrapped cloth, Round sleeve webbing. Mask ear rope, Various
texture of material trademark etc.

1555 FEATURES
FHIEE: 80-1005/4% (KES0mmJgfl) !

Cutting speed: 80-100 slice/min (Length 50mm as an example) !

YO8N O, G, BAE SAE (EX) !

Cutter style: Flat mouth, Chamfer, Fillet etc. Multi angle (Optional) !

HEHERE: 50mm-30m; FHEEE: 100/160/200mm (EEHLE) !
Cutting length: 50mm-30m; Cutting width: 100/160/200mm (Available models) !

BEF: ARREHE. KE. #E. BEF (REEER) !

Operation screen: Arbitrarily set up quantity. Length, Speed. Temperature etc. (Range limit inside) !

BlSModel GL-160MM/GL-200MM

B Y B e 0.4Kw

Display mode Chinese and English display screen Heating tube

HEEE - TIJEE -350°

Cutting?wiiwess 1-3mm Cutteriem;rature 0-350°C

RS 0.9 Ik, SRE (THE)

Speed regulation Cutter style Multi angle (optional)

B 110/220V RI 40*30*35cm (IKEERH/LWH)
BB

Weight 43/25Kg

32
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GUOLING

iz LB ERIRAE HEERERIRAE

Hangzhou Jinshang automation equipment Co.,, LTD ~ Hangzhou Guoling Technology Co., LTD
A

Q itit/Address: HTEHMMMIFFRAAEEITFAIEEIIS 154
Building 1, No. 633, Linping Avenue, Donghu Street, Linping District, Hangzhou City,
Zhejiang Province.

L 9 EaiE/Tel: 13429656680
For Foreign business(WhatsApp): +159 5819 5458

d=s  [Xuk/Official Website: HTTPs://js-sewing.com / HTTP://cn.phzl.net/

% FEBTHE4/E-Mail Address Sals@js-sewing.com / zceaicj@126.com




